
VGD 5000 VGD 6000 VGD 8000 VGD 10000 VGD 8000 31 VGD 10000 31
Capacity (VA/W) 5000/3500 6000/4200 8000/5600 10000/7000 8000/5600 10000/7000

Nominal Voltage (Vac)

Frequency (Hz)

Frequency (Hz)

16' 13' 8' 9' 8' 9'

With Fuse/Circuit Breaker

2 x RJ45LAN Protection

Short Circuit

3:1
Contact terminal board for output cables. Available output cable kit with IEC309 2P+T 32 A (5÷6kVA) or 63 A (8÷10kVA) 

socket
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Sealed, maintenance-free lead acid battery

4 hours (battery charger adjustable with additional Battery Packs)

Yes

Yes,  Battery Pack connector (see Autonomy Configurator on our website)

Type

Recharge Time (90%)

Cold Start & Soft Start

208 - 220 - 230 - 240 ± 2% selectable

Sinewave

VANGUARD 5-10kVA - DATA SHEET

On Line Double Conversion
360 - 380 - 400 - 415 (accepts from 208 

to 478 depending on load level)

50 - 60 auto sensing, ± 2% ± 5% ± 7% selectable + "free run mode" for operation with GE on input

Interactive on LCD Display

≥ 0,97
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Model

Technology

208 - 220 - 230 - 240 (accepts from 120 to 276 depending on load level)

Neutral/Phase Verification

Contact terminal board for input cables. Available input cable kit with IEC309 2P+T 32 A (5÷6kVA) or 63 A (8÷10kVA)  

plug

Input Power Factor

Connections

50 - 60 ±  0,5Hz selectable

Autonomy (70% with cosphi 0,7)

On Line/High Efficiency Yield

Harmonic Distortion

Crest Factor

Conections

Manual By Pass Si, activation through LCD + covered switch on rear panel

> 93,3% (On Line Operation) / > 97% ("High Efficiency" Operation)

< 3% THD with linear load

Autonomy Expansion
Protections

Overload

Test and deep battery discharge

PR
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ON Up to 125% for 1'                                                                                                                                                                                                    

Up to 150% for 10"   

OU
TP

UT

Nominal Voltage

Waveform



VGD 5000 VGD 6000 VGD 8000 VGD 10000 VGD 8000 31 VGD 10000 31

Dimension (W x D x H) (mm)

Net/Gross Weight (kg) 85 / 95 90 / 100 104 / 114 109 / 119 124 / 134 129 / 139

*Ultimo Aggiornamento:22/02/2016

0°C ÷ +40°C (working)                                                                                                                                                                                                              

-20°C ÷ +50°C (storage)  

95% non-condensing

Noise                                  (dBA @ 1mt) < 55

257 x 530 x 570 257 x 690 x 715

Humidity

Temperature

LCD interactive display (voltage/frequency in/out, load level, temperature,

output power VA / W, output current, autonomy left, battery voltage)
IT, ENG, DE, FR, ES

RS232, dry contacts e USB type B (when in use it disable the RS232)

CD included and available on the website

Yes, Emergency Power Off "NC"

SNMP, contact board & AS400, RS485

EN 62040-1                                                                                                                                                                                                                                         

EN 62040-2

2006/95/CE - 2004/108/CE

VFI - XX - 112 according to EN 62040 - 3

Safety Compliance / EMC

LOW Voltage / EMC
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Model

Display

Languages

Serial Communication

Software
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Classifications

EPO

Smart Slot


