
 TECHNICAL FEATURES 
 
 
 

Model DRU 500 DRU 850 

Power (VA/W) 500 / 300 850 / 510 

Input 

Phase 1 + N 

Voltage (Vac) 230 ± 20% 

Frequency (Hz) 50 ± 10% 

Connection terminal block 

Output 

Voltage (Vac) 230 ± 5% 

Waveform Sinewave (main mode)               Step Wave (battery mode) 

Frequency (Hz) 50 ± 0,3Hz (battery mode) 

Fattore di cresta 3 : 1 

Transfer Time (msec) typical 2～4 

Connection terminal block 

Battery 

Type Sealed, maintenance-free lead acid battery 
n° / Voltage (Vdc) 1 / 12 

Recharge Time 90% of the capacity after 8 hours 

Backup Autonomy 
(depending on the load) 

7’ typical load (70%) and 12’ at 50% 4’ typical load (70%) and 8’ to 50% 

Interface and Communication 

Display 3 status led for operation and alarms 

Communication Port RS232 with cable 

Management Software and 
Shutdown 

CD included 

LAN / tel Filter RJ 11 / RJ 45 protection surge 

Standard  

Safety / EMC Compliance EN 62040 1 / EN 62040-2 /CE 

Surge Capability EN 61000-3 

General 

Short Circuit Protection immediate shutdown 

Surcharge Protection Shutdown after 20” at 105%     -     10” at 120%     -     3” at 130% 

Noise (dB@1mt) < 40 

Temperature (°C) Humidity (%) 0～50         < 95 non-condensing 

Size (w×d×h) mm 280 x 125 x 120 

Net/Gross Weight (kg) 4,5 / 6 5 / 6,5 

 


